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(57) Abstract: A position-finding method in a radiocommunication system comprising at least one first and one second sub-system 
and means (34, 35, 36, 39) for finding the position of a mobile terminal (30), wherein the mobile system can communicate and carry 
out measures relating to position-finding on each of the first and second sub-systems, and the position finding means for locating the 
mobile terminal are embodied in such a way that they can take into account certain measures carried out by the mobile terminal. The 
inventive method comprises the following steps when the mobile terminal is connected to the first sub-system: measures relating to 
position finding on the second sub-system are carried out in the mobile terminal; the measures thus carried out are transmitted to the 
first sub-system; and carrying out the measures in order to find the position of the mobile terminal by taking into account certain 
measures, at least those transmitted to the first sub-system. 

(57) Abrege : Proc6d£ de localisation dans un syst^me de radiocommunication comprcnant au moins un premier et un second sous- 
syst^es et des moyens (34, 35, 36, 39) pour localiser un terminal mobile (30), le terminal mobile 6tant apte k communiquer et ^ 
effector des mesures relatives k la localisation sur chacun des premier et second sous-syst^mes, les moyens pour localiser le terminal 
mobile 
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£tant ageno^s pour prendre en compte certaines an moins des mesures effectutes par le terminal mobile, le proc^6 comprenant les 
6iapGS suivantes lorsque le terminal mobile est en liaison avec le premier sous-syst^e : - efiectuer, au tenninal mobile, des mesures 
relatives k la localisation sur le second sous-syst^me ; - transmettre les mesures effectu6es au premier sous-syst&me ; et - mettre en 
ceuvre les moyens pour localiser le terminal mobile en prenant en compte certaines au moins desdites mesures transmises au premier 
sous-syst&me. 



